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There’s never been a compressor system as advanced as Nirvana. It’s synergy 
in motion — a combination of transcendent, inter-dependent technologies 
including the revolutionary Hybrid Permanent Magnet® (HPM®) motor, and 
more than a century of proven engineering expertise and innovation.        

Only Ingersoll Rand combines more than 
a century of proven engineering and 
compression technologies with  
the state-of-the-art UltraCoat surface 
protection coating for unmatched 
performance and durability.  

Our advanced air system 
controllers enable you 
to stabilize air pressure, 
reduce energy costs, 
extend the life of system 
components, and prevent 
off-quality product.

Ultra-efficient and 
reliable, the Nirvana 
HPM® motor delivers 
peerless performance, 
including the ability to 
start and stop limitlessly 
to meet demand.

Achieve a Higher Plane  
of Performance

EXCLUSIVE HPM®

COMPRESSION

    TECHNOLOGY

PRECISION
    CONTROLS
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50 Hz and 60 Hz Specifications
50 Hz

Model
(HPM® Style)

FAD
(m3/min) at 

7 bar g

FAD
(m3/min) at 

8.6 bar g

FAD
(m3/min) at 
10.3 bar g

Discharge 
Air BSPT 

in
Nominal  

kW
Width  

kW
Length  

mm
Height  

mm
Weight  

kg

IRN37K-OF 5.66 5.07 N/A 1.5 37 1,120 2,080 2,030 1,632

IRN45K-OF 6.71 6.20 N/A 1.5 45 1,120 2,080 2,030 1,632

IRN55K-OF 9.37 8.47 7.62 1.5 55 1,320 2,080 1,950 2,045

IRN75K-OF 12.32 11.33 10.42 1.5 75 1,320 2,080 1,950 2,045

IRN90K-OF 15.10 13.40 12.10 2.0 90 1,830 2,570 2,440 3,222

IRN110K-OF 18.50 16.70 15.40 2.0 110 1,830 2,570 2,440 3,222

IRN132K-OF 21.50 20.10 18.60 2.0 132 1,830 2,570 2,440 3,222

IRN160K-0F 25.60 24.10 22.80 2.0 160 1,830 2,570 2,440 3,222

60 Hz

Model
(HPM® Style)

FAD at 
 100 psig 

cfm

FAD at  
125 psig 

cfm

FAD at  
150 psig 

cfm

Discharge 
Air BSPT 

in
Nominal  

hp
Width  

in
Length  

in
Height  

in
Weight  

lb

IRN50H-OF 200 180 N/A 1.5 50 44.0 82.0 80.0 3,590

IRN60H-OF 237 220 N/A 1.5 60 44.0 82.0 80.0 3,590

IRN75H-OF 331 299 269 1.5 75 52.0 81.8 76.7 4,500

IRN100H-OF 435 400 368 1.5 100 52.0 81.8 76.7 4,500

IRN125H-OF 563 504 444 2.0 125 72.0 81.8 76.7 4,500

IRN150H-OF 676 616 555 2.0 150 72.0 101.0 96.1 7,088

IRN200H-OF 881 816 750 2.0 200 72.0 101.0 96.1 7,088

Model
(Induction/

Inverter 
Style)

FAD
(m3/min) at 

7 bar g

FAD
(m3/min) at 

8.6 bar g

FAD
(m3/min) at 
10.3 bar g

Discharge 
ANSI 

in Nominal kW
Width  

kW
Length  

mm
Height  

mm
Weight  

kg

S250-VSD 45.2 40.5 35.5 4.0 250 1,930 3,050 2,440  
(air-cooled) 4,760

S300-VSD 48.8 46.7 43.3 4.0 300 1,930 3,050 2,030 
 (water-cooled) 4,902

Models S250 and S300-VSD include the inverter shipped loose for mounting in motor control room or location of customer preference.
Inverter Unit is pre-engineered for plug-and-play and is 2000 mm H x 600 mm L x 538 mm W.

Model
(Induction/

Inverter 
Style)

FAD at  
100 psig 

cfm

FAD at  
125 psig 

cfm

FAD at  
150 psig 

cfm

Discharge 
ANSI  

in
Nominal  

hp
Width  

in
Length  

in
Height  

in
Weight  

lb

350-VSD 1,600 1,501 1,330 4.0 350 - - - 10,485

400-VSD 1,730 1,650 1,501 4.0 400 - - - 10,785

Models 350 and 400-VSD-VSD include the inverter shipped loose for mounting in motor control room or location of customer preference.
Inverter Unit is pre-engineered for plug-and-play and is 78.7" H x 23.6" W x 21.2" D.












